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SEE NOTE 2

5. WWW.SNYDERSANTIQUEAUTO.COM
4. SOLDER ALL MALE BULLET ENDS TO WIRES.
3. SOLDER THESE WIRES TOGETHER. COVER WITH ELECTRICAL
    TAPE OR HEAT SHRINK TUBING.
2. CONNECT ITEM 1 TO DRIVER'S SIDE IN TERMINAL BOX.
1. ALL WIRE LENGTHS SHOWN ARE APPROXIMATE.
NOTES
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SEE NOTE 3

ITEM
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QTY

18 FT
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1

1

1

2

1

DESCRIPTION

WIRE, BLUE, 14 GAUGE

MALE BULLET END

FOG LIGHT BRACKET

AMBER FOG LAMP, 6-VOLT

WIRE CONNECTOR

RING TERMINAL - GARDNER BENDER 16-14 4-6

TOGGLE SWITCH - GARDNER BENDER

FUSE, 20 AMP BUSSMANN

IN-LINE FUSE HOLDER - BUSSMANN

BUTT SPLICE - GARDNER BENDER 16-14

FLAG TERMINAL

PART NUMBER

A-14303-B

A-14486

A-18109

A-18105

A-14487

15-103

GSW-11

BP/ABC-20

BP-HMK-RP

15-123

A-14464

SOURCE

LOWES

HOME DEPOT

LOWES

LOWES

HOME DEPOT

SNYDER'S

SNYDER'S

SNYDER'S

SNYDER'S

SNYDER'S

SNYDER'S

FORD MODEL A
FOG LAMPS AND WIRING
BUTCH SCHULTZ
COVINGTON, KY       12/5/2025      SCALE: NONE

FIREWALL

11

9

7

8

SEE NOTE 4

SEE NOTE 1

Model A Fog Lamps and Wiring
1928 - 1931
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