
BATTERY

DISCHARGE CHARGE

PASSENGER SIDE

DRIVER SIDE

DIST.

COIL

PASSENGER SIDE

DRIVER SIDE

(    )

(    )

(    )

(    )

TA
IL

CONNECTOR

Model A

BLUE WITH YELLOW TRACER
YELLOW
BLACK WITH YELLOW TRACER
BLACK WITH GREEN TRACER
BLACK WITH RED TRACER

BLACK
2

11

10
9

6

3

8

7

1

12COWL

BRIGHT

DIM

HEADLAMP

HORN

AMMETER

BATTERY

STOP AND
TAIL LIGHTS

STOPLIGHT
SWITCH

IGNITION
SWITCH

COWL
LIGHTS

Wiring Diagram
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   5. CUT OUT (GENERATOR ONLY).
   4. POWER OUT TO TURN SIGNALS AND/OR OTHER ACCESSORIES, IF APPLICABLE.
   3. SEE "CONTACT PLATE AND WIRES" DRAWING TO REFERENCE NUMBERS AROUND LIGHTING SWITCH.
   2. THE FORD MOTOR COMPANY MOVED THIS BLACK WIRE ON THE TERMINAL BOX FROM THE PASSENGER SIDE TO THE DRIVER SIDE IN NOVEMBER 1929.
   1. THE ALTERNATOR, 30 AMP FUSE, BATTERY DISCONNECT SWITCH, BACK WINDOW BRAKE LIGHT AND PASSENGER SIDE STOP AND TAIL LIGHTS, ALL ENCLOSED IN THE RED
       BOXES, ARE ALL MODERN OPTIONS AND NOT ORIGINAL TO THE FORD MODEL A WHEN IT WAS MANUFACTURED. YOUR MODEL A MAY OR MAY NOT HAVE THESE OPTIONS.
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